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SAFETY DATA SHEET 

According to 
HSNO Hazardous Substances (Safety Data Sheets) Notice 2017 

 
Section 1.  Identification of the material and the supplier 
   
Product:  Melteca with MDF FR substrate 
Product Use:  Wall lining 
Restriction of Use: Refer to Section 15 
 
New Zealand Supplier: Laminex New Zealand 
Address:  31 Rockridge Road 
  Penrose 
  Auckland 
  
Telephone: 0800 303 606 
Emergency No: 0800 764 766 (National Poison Centre) 
 
Date of SDS Preparation: 20 August 2026 v2 
 
Section 2.  Hazards Identification 
 
This substance is NOT hazardous according to the EPA Hazardous Substances (Classification) 
Notice 2020.  It is considered a Manufactured Article. 
 
Section 3.  Composition / Information on Hazardous Ingredients 
 
Substances (%w/w) CAS NUMBER. 
Mixed softwoods (mainly pine species) 80-88 Not applicable 
Polymerised urea formaldehyde resin 6-10 9011-05-6/25036-13-9 
Paraffin wax 0.2-0.6 8002-74-2 
Moisture                                                            5-9 Not applicable 
Free formaldehyde by weight <0.01 50-00-0 
Melamine formaldehyde resin 160 g/m2of overlaid 

surface 
Not applicable 

 
Section 4.  First Aid Measures 
 
When boards are cut, drilled or sanded, dust will be given off. 
 
If in Eyes Rinse cautiously with water for 15 minutes. If eye irritation persists: Get 

medical advice. 
  
If on Skin Wash with mild soap and running water. Remove clothing contaminated 

with wood dust. Seek medical attention if symptoms persist. For cuts, 
clean wound and apply antiseptic dressing. 

 
If Swallowed Unlikely to occur but swallowing the dust may result in abdominal 

discomfort. If dust swallowed, wash out mouth thoroughly with water. 
Seek medical attention if needed. 

 
If Inhaled Remove person to fresh air. Remove contaminated clothing and loosen             

remaining clothing. Allow person to assume most comfortable position                                                    
and keep warm. Keep at rest until fully recovered. Apply artificial 
respiration if not breathing. Get medical advice if breathing becomes 
difficult. 
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Most important symptoms and effects, both acute and delayed 
Symptoms: 
 
Swallowed: Unlikely to occur but swallowing the dust may result in abdominal 

discomfort. 
Inhaled: The dust, gas and vapour may irritate the nose, throat and lungs, 

especially in people with upper respiratory tract or chest complaint such as 
asthma. 

Eyes: The dust, gas and vapour may be irritating to the eye causing discomfort 
and redness. 

Skin: Formaldehyde or wood dust may evoke allergic contact dermatitis in 
sensitised individuals. 

 
Notes to Doctor: Treat symptomatically 
 
Section 5.  Fire Fighting Measures 
 
Hazard Type Boards are flammable but difficult to light. Product may ignite in 

excess of 185°C. 
Hazards from 
products 

No data available. 

Suitable 
Extinguishing 
media 

Use Class A extinguishers with media appropriate to surrounding 
materials. 
 

Precautions for 
firefighters and 
special protective 
clothing 

Full protective clothing and self-contained breathing apparatus should 
be worn for firefighting. Avoid breathing smoke from laser cutting 
machines and from burning or smoldering materials.  
 

HAZCHEM CODE None Allocated 
 
Section 6.  Accidental Release Measures 
 
Wear protective gear as detailed in Section 8.  
Off-cuts and general waste materials should be placed in containers and disposed of at 
approved landfill sites, or burnt in an approved furnace or incinerator, in accordance with 
disposal authority guidelines detailed in Section 13.  
Dust from the laminates should be cleaned up by vacuuming or wet sweeping.   
 
Section 7.  Handling and Storage 
 
Precautions for Handling and Storage: 

• Should be stored in well-ventilated areas away from sources of heat, flame or sparks.  
• No special transport requirements are necessary.  

 
Section 8  Exposure Controls / Personal Protection 
 
WORKPLACE EXPOSURE STANDARDS (provided for guidance only) 
       
  TWA STEL 
Substance  ppm   mg/m3 ppm   mg/m3 
  
Formaldehyde       0.3     -               0.6         - 
Wood Dust       -             5    -   10 
Paraffin Wax (fume)      -     2     -    - 
 
Workplace Exposure Standard – Time Weighted Average (WES-TWA). The time-weighted average exposure standard 
designed to protect the worker from the effects of long-term exposure.  Workplace Exposure Standard – Short-Term 
Exposure Limit (WESSTEL). The 15-minute average exposure standard. Applies to any 15- Minute period in the working 
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day and is designed to protect the worker against adverse effects of irritation, chronic or irreversible tissue change, or 
narcosis that may increase the likelihood of accidents. The WES-STEL is not an alternative to the WES-TWA; both the 
short-term and time-weighted average exposures apply.  Workplace Exposure Standards and Biological Exposure 
Indices FEB 2025 15TH EDITION. 
 
Engineering Controls   
All work with these boards should be carried out in such a way as to minimize the generation  
of, and exposure to dust. Under factory conditions, sawing, drilling, sanding, heat processing  
etc. should be done with equipment fitted with exhaust devices capable of removing dust, gas  
and vapour at source. Hand power tools should be fitted with the dust bags and used in well- 
ventilated areas. 
Work areas should be well-ventilated. These areas should be cleaned daily, and dust removed  
by vacuum cleaning or wet sweeping method. 
 
Personal Protection Equipment  

 
Eyes When engaged in activities where ingredients could contact the eye, wear 

safety glasses with side shields or goggles. In extremely dusty 
environments and unpredictable environments, wear 
unvented or indirectly vented goggles to avoid eye irritation or injury. 
Contact lenses should not be worn when working with ingredients. 
When re-manufacturing wear goggles or safety glasses. Goggles or safety 
glasses should be selected, used and maintained in accordance with 
AS/NZS1336 and AS/NZS1337 
Wear safety glasses with side shields, goggles or face shield for protection 
against dust or flying debris.  

Hands Long-cuff gloves (Gauntlet type-extending beyond the wrist). Use gloves 
constructed of chemical resistant materials such as heavy nitrile rubber if 
frequent or prolonged contact is expected. When prolonged or frequent 
contact occurs, Nitrile gloves may be suitable. Wash hands and other 
exposed areas with mild soap and water before eating, drinking or smoking 
and when leaving work. 

Skin Use protective clothing to prevent repeated or prolonged skin contact. 
Antistatic non-skid safety shoes or boots. 

Respiratory In case of insufficient ventilation, wear suitable respiratory equipment. 
Combined gas/dust mask with filter type A/P2. Follow the OSHA respirator 
regulations found in 29CFR. If airborne concentrations are above the 
applicable exposure limits, use a NIOSH approved respirator for dusts. 
Respirators should be used in accordance with OSHA requirements (29 CFR 
1910.134). 

 
Section 9  Physical and Chemical Properties 
 
Appearance Solid  
Odour Wood 
Odour Threshold Not available 
pH 5.5 – 7.0 
Boiling Point Not available 
Melting Point Does not melt 
Freezing Point Not available 
Flash Point Not available 
Flammability Not available 
Upper and Lower 
Explosive Limits 

Not available 

Vapour Pressure Not available 
Vapour Density Not available 
Specific Gravity Depends on the thickness used – refer to the product TDS 
Water Solubility Not soluble 
Partition Coefficient:  Not available 
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Auto-ignition 
Temperature 

1750C 

Decomposition 
Temperature 

2500C (charring) 

Kinematic Viscosity Not available 
Particle Characteristics Not available 

 
Section 10. Stability and Reactivity 
 
Stability of Substance This product is stable under normal conditions. 
Possibility of hazardous 
reactions 

Not available 

Conditions to Avoid None known. 
Incompatible Materials None known. 
Hazardous Decomposition 
Products 

None known. 

 
Section 11  Toxicological Information 
 
Acute Effects: 
 
Swallowed Not applicable. 
Dermal Not applicable. 
Inhalation Not applicable. 
Eye Not applicable. 
Skin Not applicable. 

 
Chronic Effects: 
 
Carcinogenicity Not applicable. 
Reproductive 
Toxicity 

Not applicable. 

Germ Cell 
Mutagenicity 

Not applicable. 

Aspiration Not applicable. 
STOT/SE Not applicable. 
STOT/RE Not applicable. 

 
Section 12. Ecotoxicological Information 
 
This product is not hazardous to the environment. 
 
Product:  
Persistence and degradability No data available 
Bioaccumulation No data available 
Mobility in Soil No data available 
Other adverse effects No data available 

 
Section 13. Disposal Considerations 
 
Disposal Method: 
Dispose of contents/container in accordance with licensed collector’s sorting instructions.  
Dispose of empty containers and wastes safely. Offcuts and general waste materials should be  
placed in containers and disposed of at approved landfills sites, or burnt in an approved furnace  
or incinerator, in accordance with disposal authority guidelines. Dust can be disposed of in the  
same way as off-cuts but should be cleaned up by vacuuming or wet sweeping. 
Precautions or methods to avoid: Avoid release to the environment 
 
Section 14  Transport Information 
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This product is NOT classified as a Dangerous Good for transport in NZ ; NZS 
5433:2020 
 
Section 15  Regulatory Information 
 
This substance is NOT classified hazardous according to the EPA Hazardous Substances 
(Classification) Notice 2020.  It is considered a Manufactured Article. 
 
Section 16  Other Information 
 
Glossary  
EC50 Median effective concentration. 
EEL Environmental Exposure Limit. 
EPA Environmental Protection Authority 
HSNO Hazardous Substances and New Organisms. 
HSW Health and Safety at Work. 
LC50 Lethal concentration that will kill 50% of the test organisms 
 inhaling or ingesting it. 
LD50 Lethal dose to kill 50% of test animals/organisms. 
LEL Lower explosive level. 
OSHA American Occupational Safety and Health Administration. 
TEL Tolerable Exposure Limit. 
TLV Threshold Limit Value-an exposure limit set by responsible 
 authority. 
UEL Upper Explosive Level 
WES Workplace Exposure Limit 
 
References: 

1. EPA Hazardous Substances (Safety Data Sheets) Notice 2017 
2.  Workplace Exposure Standards and Biological Exposure Indices FEB 2025 15th edition. 
3.  Assigning a hazardous substance to a HSNO Approval (Aug 2013). 
4.  Transport of Dangerous goods on land NZS 5433:2020 
5.  HSW (Hazardous Substances) Regulations 2017 

 
Disclaimer 
This document has been prepared by TCC (NZ) Ltd and serves as the suppliers Safety Data 
Sheet ('SDS'). It is based on information concerning the product which has been provided to 
TCC (NZ) Ltd or obtained from third party sources and is believed to represent the current state 
of knowledge as to the appropriate safety and handling precautions for the product at the time 
of issue. Further clarification regarding any aspect of the product should be obtained directly 
from the manufacturer. While TCC (NZ) have taken all due care to include accurate and up-to-
date information in this SDS, it does not provide any warranty as to accuracy or completeness. 
As far as lawfully possible, TCC (NZ) Ltd accept no liability for any loss, injury or damage 
(including consequential loss) which may be suffered or incurred by any person as a 
consequence of their reliance on the information contained in this SDS 

The information herein is given in good faith, but no warranty, express or implied is made. 

Please contact the New Zealand distributor, if further information is required. 

Issue Date:  20 August 2026            Review Date:  20 August 2031 
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